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he versatile new Color Pro®series from Lightwave 

Research® are the first automated luminaires to feature 
affordable color mixingin a flexible high-powered design. 
Color Pro is the turnkey solution, complete with on-board 
dimming and control. Why use conventional lighting? 


The flagship Color Pro HX isa CYM color mixing 
spotlight, capable of hard-edge projection and diffused 
spot wash effects. Color Pro H Xi adds an iris for expanded 
control over beam diameter, while Color Pro FX is optimized 
for use as a fiber optic illuminator. All Color Pro luminaires 
feature 2,000 hour lamp life with more than 7,000 total 
lumen output. 


Fixtures may be programmed via any DMX-512 lighting 
console, and on-board programming and playback is 


available through each Color Pro’s built-in 32-scene memory. 


High Light Output 
7,000 total lumens with 2,000 hour lamp life 


Infinite color 
All dichroic CYM color mixing— no gels 


Feature-packed* 
Beam shaping, hard & soft edge iris, pattern 
projection, fiber optics 


Easy control 
On-board programming or DM X 512 


*features vary by modd 


COLOR PRO 


Standard Features & Accessories for Color Pro’ 


SERIES 


* High efficiency 2000 hour MSD250/2 lamp with 
6500° K color temperature 


* High efficiency reflector and optical train 
provide over 7,000 total lumens 


*CYM subtractive color mixing system 

* Blacklight filter for UV effects 

* Color spin, cycle, random and scan effects 
* Variable-speed strobe 

* Full dimming and fade-to-black 


HX 


* Effects wheel with frost 


* Rotatable horizontal and vertical beam 
shaping 


* Manual zoom and focus 
* Metal gobo holder for projection effects 


HXi 


e Iris for full control over beam size 
* Manual zoom and focus 


FX 


¢ Twinkle wheel for fiber optic strands 


OPERATION 


* High-resolution DMX 512 
¢ On-board programming 
* On-board 32 scene memory 


* Time code synchronized M aster/Slave 
operation with other High End fixtures 
eliminates need for console 


* Yoke assembly sliding track for mounting 


* DMX analyzer for easy troubleshooting 
* Self-test diagnostics 
* Remote fixture power up and shut down 


* User selectable voltage (100V, 120V, 208V, 
230V) 


CONSTRUCTION 


Weight: 16.78 kg (37 Ibs) 

Dimensions: 

HX & HXi: 
243.3 mm H x 408.4 mm W x 496.6 mm D 
(9.58" H x 16.08" W x 19.55" D) 

FX: 


243.3 mm H x 408.4 mm W x 562.6 mm D 
(9.58" H x 16.08" W x 22.15" D) 


flexibility Source: MSD 250/2 ra 

* May be mounted in any orientation Output: 7,000 lumens 

+ Power factor correction Color temp.:  6,500° K 
Life: 2,000 hours 
CRI: 70 
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17° field angle 
4500 total lumens 
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37° field angle 
7000 total lumens 
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